ROVER

HIGH QUALITY CLIMATE

TECHNICAL
PARAMETERS

Representative office in Russia:

+7(499) 753-03-07, +7 (499) 753-03-02
Representative office in Belarus:

+375 (17) 392-76-20, +375 (17) 395-94-67

COMPACT CASSETTE INDOOR UNITS OF EMPIRE SERIES

Model RVR-E-TA22-E RVR-E-TA28-E RVR-E-TA36-E

Parameters Un. Cooling Heating Cooling Heating Cooling Heating
kW 2,2 2,5 2,8 3,2 3,6 4,0

Capacity BTE/h 7510 8530 9550 10920 12280 13650
kcal/h 1890 2150 2410 2750 3100 3440

Power supply V/F/Hz 220-240/1/50

Power consumption W 35 35 35

Air flow m®/h 600 600 600

Noise level dB(A) 41 41 41

Diameter gas inch 3/8” 3/8” 1/2"

pipes liquid inch 1/4” 1/4” 1/4”

Dimensions of the block (WxDxH) mm 596x596x240 596x596x240 596x596x240

Dimensions of the panel (WxDxH) mm 670x670x50 670x670x50 670x670x50

Unit weight (net/gross) kg 20,5/25,5 20,5/25,5 20,5/25,5

Panel weight (net/gross) kg 3,5/5,0 3,5/5,0 3,5/5,0

Model RVR-E-TA45-E RVR-E-TA50-E RVR-E-TA56-E

Parameters Un. Cooling Heating Cooling Heating Cooling Heating
kW 4,5 5,0 5,0 5,6 5,6 6,3

Capacity BTE/h 15350 17060 17060 19100 19100 21490
kcal/h 3870 4300 4300 4820 4820 5420

Power supply V/F/Hz 220-240/1/50

Power consumption W 45 45 45

Air flow m®/h 700 700 700

Noise level dB(A) 45 45 45

Diameter gas inch 1/2" 1/2" 5/8"

pipes liquid inch 4" 4" 3/8"

Dimensions of the block (WxDxH) mm 596x596x240 596x596x240 596x596x240

Dimensions of the panel (WxDxH]) mm 670x670x50 670x670%x50 670%x670x50

Unit weight (net/gross) kg 20,5/25,5 20,5/25,5 20,5/25,5

Panel weight (net/gross) kg 3,5/5,0 3,5/5,0 3,5/5,0
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