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TECHNICAL

PARAMETERS

LOW PRESSURE DUCTED INDOOR UNITS OF EMPIRE SERIES

Model RVR-E-D22-E RVR-E-D25-E RVR-E-D28-E
Parameters Un. Cooling Heating Cooling Heating Cooling Heating

Capacity

kW 2,2 2,5 2,5 2,8 2,8 3,2

ВТЕ/h 7 510 8 530 8 530 9 550 9 550 10 920

kcal/h 1 890 2 150 2 150 2 410 2 410 2 750

Power supply V/F/Hz 220–240/1/50

Power consumption W 35 35 35

Air fl ow m3/h 450 450 450

Static pressure Pa 10/30 10/30 10/30

Noise level dB(А) 25/31 25/31 25/31

Diameter
pipes

gas inch 3/8” 3/8” 3/8”

liquid inch 1/4” 1/4” 1/4”

Dimensions (W×H×D) mm 700×615×200 700×615×200 700х615×200

Unit weight (net/gross) kg 22/27 22/27 22/27

Model RVR-E-D32-E RVR-E-D36-E RVR-E-D40-E
Parameters Un. Cooling Heating Cooling Heating Cooling Heating

Capacity

kW 3,2 3,6 3,6 4,0 4,0 4,5

ВТЕ/h 10 920 12 280 12 280 13 650 13 650 15 350

kcal/h 2 750 3 100 3 100 3 440 3 440 3 870

Power supply V/F/Hz 220–240/1/50

Power consumption W 43 43 52

Air fl ow m3/h 550 550 700

Static pressure Pa 10/30 10/30 10/30

Noise level dB(А) 27/32 27/32 28/33

Diameter
pipes

gas inch 1/2” 1/2” 1/2”

liquid inch 1/4” 1/4” 1/4”

Dimensions (W×H×D) mm 700×615×200 700×615×200 900×615×200

Unit weight (net/gross) kg 22/28 22/28 27/33

Model RVR-E-D45-E RVR-E-D50-E RVR-E-D56-E
Parameters Un. Cooling Heating Cooling Heating Cooling Heating

Capacity

kW 4,5 5,0 5,0 5,6 5,6 6,3

ВТЕ/h 15 350 17 060 17 060 19 100 19 100 21 490

kcal/h 3 870 4 300 4 300 4 820 4 820 5 420

Power supply V/F/Hz 220–240/1/50

Power consumption W 52 52 99

Air fl ow m3/h 700 700 1000

Static pressure Pa 10/30 10/30 10/30

Noise level dB(А) 28/33 28/33 30/35

Diameter
pipes

gas inch 1/2” 1/2” 5/8”

liquid inch 1/4” 1/4” 3/8”

Dimensions (W×H×D) mm 900×615×200 900×615×200 1 100×615×200

Unit weight (net/gross) kg 27/33 27/33 31/38
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Model RVR-E-D63-E RVR-E-D71-E RVR-E-D80-E
Parameters Un. Cooling Heating Cooling Heating Cooling Heating

Capacity

kW 6,3 7,1 7,1 8,0 8,0 9,0

ВТЕ/h 21 490 24 220 24 220 27 290 27 290 30 700

kcal/h 5 420 6 100 6 100 6 880 6 880 7 740

Power supply V/F/Hz 220–240/1/50

Power consumption W 99 105 140

Air fl ow m3/h 1 000 1 000 1 100

Static pressure Pa 10/30 20/50 20/50

Noise level dB(А) 30/35 30/35 31/36

Diameter
pipes

gas inch 5/8” 5/8” 5/8”

liquid inch 3/8” 3/8” 3/8”

Dimensions (W×H×D) mm 1 100×615×200 1 200×655×260 1 200×655×260

Unit weight (net/gross) kg 31/38 40/47 40/47

Model RVR-E-D90-E RVR-E-D100-E RVR-E-D112-E
Parameters Un. Cooling Heating Cooling Heating Cooling Heating

Capacity

kW 9,0 10,0 10,0 11,2 11,2 12,5

ВТЕ/h 30 700 34 110 34 110 38 200 38 200 42 640

kcal/h 7 740 8 590 8 590 9 630 9 630 10 740

Power supply V/F/Hz 220–240/1/50

Power consumption W 209 209 209

Air fl ow m3/h 1 500 1 500 1 700

Static pressure Pa 20/50 20/50 20/50

Noise level dB(А) 32/40 32/40 32/40

Diameter
pipes

gas inch 5/8” 5/8” 5/8”

liquid inch 3/8” 3/8” 3/8”

Dimensions (W×H×D) mm 1 340×655×260 1 340×655×260 1 340×655×260

Unit weight (net/gross) kg 46/55 46/55 46/55

Model RVR-E-D125-E RVR-E-D140-E
Parameters Un. Cooling Heating Cooling Heating

Capacity

kW 12,5 14,0 14,0 16,0

ВТЕ/h 42 640 47 750 47 750 54 580

kcal/h 10 740 12 030 12 030 13 750

Power supply V/F/Hz 220–240/1/50

Power consumption W 230 230

Air fl ow m3/h 2 000 2 000

Static pressure Pa 20/50 20/50

Noise level dB(А) 37/42 37/42

Diameter
pipes

gas inch 5/8” 5/8”

liquid inch 3/8” 3/8”

Dimensions (W×H×D) mm 1 340×655×260 1 340×655×260

Unit weight (net/gross) kg 47/56 47/56


